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TYPE VA A B C H L D E F G U V W Z Y J PIN( ) PIN
(PRI) (SEC) (PRI) (SEC) (PRI) (SEC)

WP-2HP 74-36 85 81 83 75 72 47.5 47.5 72 60 4.5 8 7.5 7.5 87 61 65 8~11 1 8 12

WP-2HP 74-42 100 81 83 75 72 50.5 50.5 72 60 4.5 8 7.5 7.5 87 61 65 8~11 1 8 12

WP-2HP 74-52 125 81 83 85 72 55.5 55.5 72 70 4.5 8 7.5 7.5 87 61 65 8~11 1 8 12

WP-2HP 74-63 150 81 83 96 72 61.1 61.0 72 80 4.5 8 7.5 7.5 87 61 65 8~11 1 8 12

WP-2HP 85-52 165 93 98 87 79 55.5 55.5 84 71 4.5 8 7.5 7.5 87 67 71 8~11 1 8 12

WP-2HP 85-63 190 93 98 98 79 61.0 61.0 84 81 4.5 8 7.5 7.5 87 67 71 8~11 1 8 12

WP-2HP 96-52 210 103 98 92 88 55.0 54.0 84 71 4.5 8 7.5 7.5 87 74 88 8~11 1 8 12

WP-2HP 96-57 230 103 98 96 88 57.5 56.5 84 78 4.5 8 7.5 7.5 87 74 88 8~11 1 8 12

WP-2HP 96-63 250 103 98 96 88 60.5 59.5 84 78 4.5 8 7.5 7.5 87 74 88 8~11 1 8 12

WP-2HP 96-71 270 103 98 111 88 64.5 63.5 84 90 4.5 8 7.5 7.5 87 74 88 8~11 1 8 12

WP-2HP 102-71 290 109 104 113 97 65 64 92 92 4.5 8 7.5 7.5 87 80 84 8~11 1 8 12

mm

W

V 2-U

CF

2-CU

E

B

A

H Z

J

L D

J

V

PIN TYPE

Suitable for mass production. It is

possible to down-size your transformer

because of its superior winding efficiency.

Plastic bobbin.

Terminal construction: Pin terminals.

UL1411 approved(22WT Family)

E59650.

DENTORI, IEC. Pub-65

or CSA(22,2No.1) approved.


