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SMT POWER INDUCTOR

ELECTRICAL CHARACTERISTICS

PART NUMBER INDUCTANCE DC.R RATED
(mH±20%) (Ω MAX.) CURRENT

(A MAX.)

1. Test Condition : 100KHz, 0.1V
2. Electrical specification at 25°C
3. Test Instrument : HP4194A Impedance Gain/Phase Analyzer.
4. Rated current :  Inductance Drop=10% typ. at Rated Current or ∆T=40°C rise

SPI-4D-105 1.0 19 0.10

SPI-4D-155 1.5 28 0.08

SPI-4D-225 2.2 44 0.06

SPI-4D-335 3.3 70 0.05

SPI-4D-475 4.7 80 0.045

SPI-4D-685 6.8 125 0.04

SEJIN ELECCOM    31

SPI-4D

FEATURES

DC BIAS CURVE

DIMENSION
UNIT(mm)

• Low profile (Height 2.2mm Max.)                        

• Ideal for DC/DC converter applications and IC
inverter EL lamp driver application.

• Available tape and reel for auto insertion.

• Suitable for reflow soldering.

• Custom design available.
( Available small current  DC/DC converter
application. )

• Specially designed for smallest and lowest height
products : PDA, notebook, mobile phone,MP3
player,LCD monitors.




