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SMT POWER INDUCTOR

38 SEJIN ELECCOM

SPI-73MD

ELECTRICAL CHARACTERISTICSFEATURES

DIMENSION
UNIT(mm)

PART NUMBER INDUCTANCE DC.R RATED TEST FREQ
(µH±20%) (Ω MAX.) CURRENT (Hz)

(A MAX.)

• Height 3.65mm MAX.                      

• Ideal for DC/DC converter applications.

• Available tape and reel for auto insertion.

• Suitable for reflow soldering.

• Custom design available.    

• Low cost design

1. Electrical specification at 25°C
2. Test instrument : HP4194A Impedance Gain/Phase Analyzer.
3. Rated Current : Inductance Drop=10% typ. at Rated Current or ∆T=40°C rise

SPI-73MD-103 10 0.08 1.44 2.52 M

SPI-73MD-123 12 0.09 1.39 2.52 M

SPI-73MD-153 15 0.10 1.24 2.52 M

SPI-73MD-183 18 0.11 1.12 2.52 M

SPI-73MD-223 22 0.13 1.07 2.52 M

SPI-73MD-273 27 0.15 0.94 2.52 M

SPI-73MD-333 33 0.17 0.85 2.52 M

SPI-73MD-393 39 0.21 0.74 2.52 M

SPI-73MD-473 47 0.25 0.68 2.52 M

SPI-73MD-563 56 0.28 0.64 2.52 M

SPI-73MD-683 68 0.33 0.59 2.52 M

SPI-73MD-823 82 0.40 0.54 2.52 M

SPI-73MD-104 100 0.48 0.51 1.00 K

SPI-73MD-124 120 0.53 0.49 1.00 K

SPI-73MD-154 150 0.75 0.40 1.00 K

SPI-73MD-184 180 1.02 0.36 1.00 K

SPI-73MD-224 220 1.20 0.31 1.00 K

SPI-73MD-274 270 1.30 0.29 1.00 K

SPI-73MD-334 330 1.49 0.28 1.00 KDC BIAS CURVE




