
Part Number
L±20%

(uH)

DCR

(Ω)MAX
Rated Current(A)

SPI-7032RDS-222 2.2 0.028 2.20

472 4.7 0.039 1.70

682 6.8 0.049 1.60

103 10.0 0.064 1.40

153 15.0 0.100 1.10

223 22.0 0.132 0.96

333 33.0 0.192 0.75

473 47.0 0.288 0.67

683 68.0 0.372 0.59

104 100.0 0.540 0.45

154 150.0 1.000 0.37

224 220.0 1.500 0.29

1.Inductance tested at 100KHz 0.1v
2.Operating temperature range -40℃ to +125℃
3.Electrical specifications at 25℃
4.Rated Current:DC current at which the inductance drops 20%

INDUCTORS
FOR POWER LINE SMD SPI-1280SDN SERIES

◎ FEATURES

.Magnetically Shielded
.High Efficiency and cost-effective
.10% to 60% lower DCR
.Flat top for reliable surface mounting
.Custom version avaliable

◎ APPLICATIONS

.Backlighting devices / DC-DC converter / Power applications

◎ ELECTRICAL CHARACTERISTICS

Part Number
L±20%

(uH)

DCR

(Ω)MAX
Rated Current(A)

SPI-1280SDN-4R7 4.7 0.016 10.9

6R8 6.8 0.018 8.6

100 10 0.022 8.0

150 15 0.026 6.7

220 22 0.036 5.6

330 33 0.054 4.6

470 47 0.087 3.9

680 68 0.110 3.1

101 100 0.140 2.5

151 150 0.200 2.1

221 220 0.320 1.7

331 330 0.450 1.4

471 470 0.690 1.2
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◎ DIMENSIONS(Unit:mm)

12.2±0.3

12.2±0.3 8.0 MAX.

7.6 Ref.

5.0±0.3MARK

11.8 Ref.




